
Technical data 

PUREBERG® F-SERIES 
COMPRESSED AIR FILTERS 

Connection sizes G 1/2 to G 3 | Nominal flow 96 to 2760 Nm³/h Dimensions: A = body height | B = width 

Housing size Connection [inch] Filter element Flow [Nm³/h] Flow [scfm] A [mm] B [mm] Weight [kg] Volume [l] 

F 02 (type) W G 1/2 02 (type) 96 56 322 88 0.8 0.6 

F 03 (type) W G 1/2 03 (type) 150 88 339 106 1.3 1.2 

F 04 (type) W G 3/4 04 (type) 216 127 339 106 1.3 1.2 

F 05 (type) W G 1 05 (type) 282 166 317 125 2.1 1.57 

F 06 (type) W G 1 06 (type) 360 212 414 125 2.4 2.2 

F 09 (type) W G 1 1/2 09 (type) 510 300 518 125 3.2 3.0 

F 13 (type) W G 1 1/2 13 (type) 750 441 518 125 3.2 3.0 

F 15 (type) W G 2 15 (type) 888 522 674 160 5.1 6.0 

F 20 (type) W G 2 20 (type) 1176 692 674 160 5.1 6.0 

F 24 (type) W G 2 1/2 24 (type) 1440 847 750 160 6.3 6.5 

F 33 (type) W G 3 33 (type) 1968 1158 863 240 12.9 19.0 

F 46 (type) W G 3 46 (type) 2760 1624 863 240 12.9 19.0 

Nominal flow capacity based on 7 bar(g) operating pressure and 20 °C inlet temperature. Dimensions shown are A and B only. 

 

MATERIALS 

 

Housing material Aluminium 

Fittings / screws Brass, brass-zinc plated, steel 

Cover ABS 

Sealing NBR 

Corrosion protection Anodized (optional) 

Outside protection Powder painted (epoxy-polyester base) 

Lubricant Shell Cassida Grease RLS 2 

 

PRESSURE CORRECTION FACTORS 

 
Corrected capacity = nominal flow capacity × pressure correction factor (fₚ). 

bar / psi fₚ bar / psi fₚ 

2 / 29 0.38 12 / 174 1.63 

3 / 44 0.50 13 / 189 1.75 

4 / 58 0.63 14 / 203 1.88 

5 / 72 0.75 15 / 218 2.00 

6 / 87 0.88 16 / 232 2.13 

7 / 100 1.00 17 / 247 2.25 

8 / 115 1.13 18 / 261 2.38 

9 / 130 1.25 19 / 276 2.50 

10 / 145 1.38 20 / 290 2.63 

11 / 160 1.50   

 

PRESSURE EQUIPMENT DIRECTIVE 2014/68/EU - FLUID GROUP 2 

 

F 02 (type) W - F 06 (type) W Sound engineering practice / no category 

F 09 (type) W - F 24 (type) W Category I - Module A 

F 33 (type) W - F 46 (type) W Category II - Module H 

 
Final PED classification shall be confirmed against the released product configuration and maximum allowable pressure. 

 

OPERATING LIMITS & DIMENSIONS 

 

Operating temperature 1.5 to 65 °C 35 to 149 °F 

Operating pressure 0 to 20 bar(g) 0 to 290 psi 

 

 
    A = body height | B = width 
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